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Our NEW entry level 1 ton rotator set (1 drive unit + 1 idler) with foot 
pedal control, and fine speed adjustment, is proving to be most 
popular in fabrication workshops across the globe!

• Additional idler units available to accommodate pipe length

• Larger & heavier duty units also available

* Suitable for Stainless Steel

PART NO.
WHEEL DIMENSION 

(MM / INCH)
MAX DRIVE CAPACITY 

(KG / LBS)
TURNING CAPACITY 

(MM / INCH)
WHEEL LINEAR 

SPEED
POWER

T1TPR 250mm / 10" 1000kg / 2200lbs 115—500mm / 4—20" 0.2—2min 110v / 220v

Features & Advantages

• Eight configurations from 
2,500lbs to 22,000lbs capacity

• Two sizes from 2—48" pipe diameters

• Urethane wheels with sealed bearings

• Easy replace wheels bolt off 
and on in minutes

• Charges from rack roller to 
pipe launcher in minutes

• Comes ready to use on 
Stainless Steel

PART NO. DESCRIPTION
PIPE SIZE 

(MM / INCH)
LOAD CAPACITY 

(KG / LBS)

T2110 Beam Clamp Pipe Roller 50—610mm / 2—24" 1,135kg / 2,500lbs

T2110HD Heavy Duty Beam Clamp Pipe Roller 50—610mm / 2—24" 3,410kg / 7,500lbs

T2115 Pipe Launcher Stand 50—610mm / 2—24" 1,135kg / 2,500lbs

T2115HD Heavy Duty Pipe Launcher Stand 50—610mm / 2—24" 3,410kg / 7,500lbs

T2125 Beam Clamp Pipe Roller 100—1220mm / 4—48" 5,000kg / 11,000lbs

T2125HD Heavy Duty Beam Clamp Pipe Roller 100—1220mm / 4—48" 10,000kg / 22,000lbs

T2126 Pipe Launcher Stand 100—1220mm / 4—48" 5,000kg / 11,000lbs

T2126HD Heavy Duty Pipe Launcher Stand 100—1220mm / 4—48" 10,000kg / 22,000lbs

2115HD Launcher
7,500lbs capacity
24" pipe capacity

2110 Beam Clamp
2,500lbs capacity
24" pipe capacity

2125HD Beam Clamp
22,000lbs capacity
48" pipe capacity

All parts are an easy 
bolt on/off design for 
quick replacement

PIPE RACK ROLLERS & LAUNCHERS
Heavy Duty Beam Clamp & Rigging Rollers

T A G

1 TON PIPE ROTATOR
Speed adjustable, pedal operated, floor/bench rotator 
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